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Welcome 



Congratulations on purchasing your VisioneerOneTouch 8800 
scanner. With your scanner, you can quickly scan paper documents and 
color photos to place their electronic images on your computer. 

What's in the Box 

Before starting the installation, check the contents of the box to make 
sure that all parts are included. If any items are missing or damaged, 
contact the dealer where you purchased the scanner. 
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The Visioneer OneTouch 8800 Scanner 




U SB port 
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Document cover. Close the document cover after placing items on the scanner glass. 

Document pad. H elpsto secure the document in placeon thescanner glass. 

Glass. Place items face down on top of theglassin theupper left corner. 

Reference frame. Place items face down within thisframe. Markings on the border of the 
frame show whereto align various paper sizes. 

OneTouch buttons panel. Press a 0 neTouch button to scan, copy/print, email, fax, OCR 
(convert items to text), or scan with custom settings. 

On/Off light. Shows that the scanner is receiving power. 

On/Off switch. Turns the scanner's power on and off. 

Power jack. Plug thescanner power cord into this jack. 

TPA port. A port for an optional Transparency Adapter (T PA) for scanning transparencies. 
Please visit our web site at www.visioneer.com for more information about acquiring a 
transparency adapter for your scanner. 

USB port. Plug one end of the USB cable into this port; plug the other end into a USB port 
on the computer or keyboard. 
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What You Need 

To use the 0 neTouch scanner and software, you need the following: 

■ IBM PC (or 100-percent compatible) Pentium or equivalent 

■ M icrosoft Windows 98, Windows 2000, or Windows Me 

■ One available Universal Serial Bus (USB) port 

■ Available internal memory (RAM): 

■ W indows 98— 32 megabytes (M B) or more 

■ Windows 2000 or Windows M e— 64 megabytes (M B) or more 

■ 70 M B of free hard disk space 

■ A VGA or SVGA monitor. Recommended settings for your monitor 
are as many colors as possible— H igh Color (16-bit), True Color 
(24-bit or 32-bit). Set the resolution to at least 800 by 600 pixels. 
To set your monitor's colors and resolution, open the Windows 
Control Panel, double-click Display, and then click the Settings tab. 

■ A CD-ROM drive 



Getting the PaperPort Software User's Guide 

TheCD also includes your PaperPort U ser'sG uide. This guide provides 
moredetailed information about the PaperPort software's features. 
Please see the CD to view or print the guide. 
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Installing 



T his section of the guide contains instructions for connecting your 
0 neTouch 8800 scanner to a U SB port. 

T he PaperPort C D includes all the necessary installation files, as well as 
PaperPort software files and other software files. The CD also includes 
the PaperPort User's Guide. You can read theguidefrom theCD, or 
print a copy directly from theCD. 

STEP 1: Installing the PaperPort Software 



Note: You must install the PaperPort software before connecting the 
scanner to the computer. Otherwise the correct software to run your 
scanner will not be installed and it may not scan properly. 



To install the PaperPort software: 

1. Start your computer and makesurethat no other applications are 
running. 

2. Insert the PaperPort CD into your computer's CD -ROM drive. 
TheCD automatically starts. 



Note: If the PaperPort CD does not automatically start, make sure 
theCD drive's door is completely shut. IftheCD still doesn't start, 
theAutorun option on your computer is turned off. Click the 
Windows icon named My Computer. The window shows the drives 
available on your computer. Double-click theicon for your 
CD-ROM drive to seethe list of files on theCD. Double-click the 
file named START32.EXE. TheCD starts. 
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Follow the instructions on the screen to install thePaperPort 
software on your computer. 

During installation, a message tells you to connect the scanner to 
the computer. 
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4. Follow the steps in the next section to connect the scanner. When 
you're finished, click Finish in thedialog box above. 



STEP 2: Connecting the Scanner 

T he 0 neTouch 8800 scanner connects to any avai lable U SB port. 
Check your computer's user's guide for its USB port locations. 

Note: You do not have to shut off thepower to your computer when 
connecting the scanner to a USB port. 
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To connect the 0 neTouch 8800 scanner to a U SB port: 

1. Plug one end of the U SB cable into an available USB port. 

Some newer computers also have keyboards with U SB ports. You 
can plug the scanner into the keyboard instead of the USB port on 
the computer. 




2. Turn the scanner over to seethe locking tab on the bottom. Slide 
the locking tab to the unlocked position. 



3. 
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Plug the other end of theUSB cable into thescanner's USB port. 
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If the plug does not attach easily, make sure that you areplugging it 
in correctly. Do not force the plug into the connection. 

4. Plug the power adapter cable into the power jack on the back of the 
scan n a. 

5. Plug the power adapter into an AC (wall) outlet. 

T he fol lowing diagram shows the scanner connected to a computer. 




Power cord 



USB cable 
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6. Turn on power to the scanner. The amber light comeson indicating 
the scanner is receiving power. 
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Power 0 n/Off switch 



Your computer recognizes that a scanner has been plugged into the 
U SB port and automatically loads the appropriate software from 
the C D to run the scanner. 

When the software is finished loading, the Finish button on the 
dialog box on the computer screen becomes active. 

7. Click the Finish button. 

The scanner's on/off light turns from amber to green when the 
scanner and computer are communicating properly. 

T hat completes the steps to connect your scanner to the computer. 

8. Remove the CD from the computer and store it in a safe place. 

Note: The locking tab protects the scanner's scan head by holding it 
securely in position. Lock the scanner when transporting it from one 
location to another, but always remember to unlock it before 
scanning. The scanner will not scan when locked. 



STEP 3: Checking 0 ut Your Scan n er 10 



STEP 3: Checking Out Your Scanner 

TheOneTouch scanner software adds the scanner icon to theWindows 
taskbar (at the bottom right corner of the computer screen). If the 
scanner is properly connected, the scanner icon looks liketheone in this 
figure. 

Scanner Icon 3"15PM 

Iftheicon hasaredX through it, thescanner is not properly connected. 
See the next section, "If the Scanner Is Not Properly Connected," for 
the steps to fix the problem. 

To check the status of the scanner: 

1. Place the mouse pointer on thescanner icon in theWindows 
taskbar. 

2. Right-click the icon. The shortcut menu appears. 




3. Choose About from the shortcut menu. 

A dialog box confirms that thescanner is properly connected. 
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4. Click OK to close the dialog box. 

That's it. Your scanner is ready to scan. 

See "Scanning by Pressing theOneTouch Buttons" on pagel4. 

Note: Thescanning lamp under the scanner's glass needs to warm up 
before you can scan. A status message lets you know when the lamp is 
ready. T he lamp then remains ready so you don't have to wait for it to 
warm up each time you want to scan. To conserve electricity and 
prolong the life of the scanner, you can set the length of time for the 
lamp to remain lit before powering down. See "Setting Preferences" 
on page 27. 



If the Scanner Is Not Properly Connected 

If thescanner icon on theW indowstaskbar has a red "X" through it, the 
scanner is not properly connected. 



3:15 PM 



C heck for one of these possible problems: 

* Is a cable loose or not plugged in securely? Inspect all cable 
connections. Make sure all the cables are plugged in securely. 

* Isthe scanner's power light on?Turn on the scanner's power. If the 
light still doesn't come on, plug the power adapter into another 
electrical outlet. 

* Isthe scanner's locking tab in the locked position? Slide the 
locking tab to the unlocked position. If you tried to scan with the 
scanner locked, you must restart your computer after unlocking the 
scanner. 

* Did you restart the computer after installing the software? If you 

didn't restart the computer, it may not have loaded all of the software 
files. Try restarting your computer. 
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P I ease seetheReadmefileinthe PaperPort d i rectory on you r com puter's 
hard drive. T he Readmefile contains additional information that may 
help you diagnose problems connecting the scanner. 

To connect the scanner: 

1. After checking for all the above problems, right-click the scanner 
icon with the red X over it. 

The shortcut menu appears. 

Configure... 
Connect... 
About... 



2. Choose Connect from the shortcut menu. 

T he software finds the scanner and makes the connection. T he 
scanner icon will no longer have a red X through it, and you're 
ready to begin scanning. 

If you try all the troubleshooting procedures described above and in the 
Readmefile, and thescanner icon still hasared X through it, you may 
have a malfunctioning scanner. Please see the technical support card 
that you received with your scanner for technical assistance telephone 
numbers. Also visit our web site at www.visioneer.com for additional 
technical information. 
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Scanning 



Three Ways to Scan 

You can scan items by pressing a 0 neTouch button, by clicking a 
button on the screen, or from thePaperPort software (or other Twain 
software). 

* Scan with the Scanner Buttons 

Press a button on the scanner's front panel. 




* Scan from the Screen 



Click thescanner icon on theWindowstaskbar. A panel representing 
the scanner buttons appears. Click a button on the panel on the 
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' Scan from the PaperPort Software (or Other Twain Software) 




To scan from the PaperPort software, start the software, and then 
click theTwain icon on thePaperPort Command Bar. You can also 
scan from other Twain software. 



See "Scanning an Item with theTwain Button" on page 31 for details. 



Scanning by Pressing the OneTouch Buttons 
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Scanning by Pressing the OneTouch Buttons 

Pressing a scanner button scans the item, and then sends the image 
either to the printer, or to a software application on your computer. 

To scan by pressing a button on the scanner: 

• Place an item to scan on the glass, facedown, and press one of the 
scanner buttons. 

T he scanner starts scanning the item. A message just above the 
W i ndows taskbar shows the status of the scann i ng. 



When scanning is complete, the status message also shows the 
destination application. In the sample below, the scanned image 
appears on the PaperPort D esktop. 



During scanning, thescan progress window showsa small copy of the 
image, as illustrated by this example: 




When thescan is complete, the scanned image appears in the 
destination software. 
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Scanning from the Button Panel on the Screen 

Scanning from the button panel on the screen is j ust like pressing a 
scanner button, except you click the button on the screen. The scanner 
scans the item, and then sends the i mage either to the pri nter, or to a 
software application on your computer. This method of scanning is 
especially helpful if the scanner isnot located close to your computer. 

To scan from the screen: 

1. Place an item to scan on theglass, facedown, and click the scanner 



- > I icon on the W indows taskbar. 

The scanner button panel appears on the screen. 




2. Click the button you want to use to scan. 

T he scanner starts scanning the item; the messages about the 
scann i ng appear above the W i ndows taskbar; the progress wi ndow 
shows the image as it is scanned. When the scan is complete, the 
scanned image appears in the destination application. 

The icons on the buttons indicate the destination application for the 
scanned image. For example, in the illustration above, the icon on the 
email button isfor the email application, M S Outlook. When you click 
the email button, the item is scanned, and then M S Outlook opens. In 
this case, the scanned image automatically becomes an attachment to 
send with an email message. 

A question mark icon on a button means your computer does not have 
an application that corresponds to that button's functions. For example, 
if your computer does not have a fax application, the Fax button will 
have a question mark icon on it. 



A BOUT THE ONETOUCH BUTTONS 
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About the OneTouch Buttons 



T he O neTouch buttons are preconfigured to scan items at various 
settings, and then send the scanned image to a preselected software 
application— called the Destination Application. You can change the 
settings for each button except the Stop/Caned button. See "About the 
Configuration Dialog Box" on page 18. 





J 



The following table lists the scanner's preconfigured settings: 



Button 



Preconfigured Settings 



Scan Scanstheitem asan 8.5" xll" color pageand displays 

it in PaperPort 

Copy/Print Prints the scanned item in black and whiteon your 
printer/ copier at the printer/copier's default resolution 

Fax Displays the scanned item in your fax software as a 

black and white image at the default resolution of your 
fax software or modem 

OCR Converts the item's text to black and white word 

processing text, and displays it in a word processing 
application 

E mai I Scans the item as a color photo and attaches it to a 

new email message in your email application 

Custom Scanstheitem as a color photo and displays it in an 
image processing application 

Stop/Cancel Cancels the scan in progress. 



Note: If a button isnot preconfigured, the Configuration dialog box 
appears when you press that button so you can configure it manually. 
For example, if your computer does not have fax software installed, 
the fax button cannot be preconfigured. 
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Configuring the Scanner 

To configure the scanner, you display the Configuration dialog box and 
then select options for the scan buttons. You display the Configuration 
dialog box from either the shortcut menu or the Button Panel. 

To display the Configuration dialog box from the shortcut menu: 

1. Right-click the scanner icon. 



Scanner icon 




The shortcut menu appears. 
2. Choose Configure on the shortcut menu. 




The Configuration dialog box appears. Click thetab that 
corresponds to the button you want to configure. 

To display the Configuration dialog box from the Button Panel: 

1. Right-click the button you want to configure. 
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The Configuration dialog box appears. The tab for the scan button 
you clicked is selected for you. 



Configuring the Scanner 
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About the Configuration Dialog Box 

T he C onfiguration dialog box shows the current settings for each 
scanner button. 

T he tabs across the top of the dialog box correspond to the buttons. 
C I icking a tab shows the current settings for the correspondi ng button 
on the scanner. 

For example, the following figure shows the current setti ngs for the 
Custom button because the Custom tab is selected. The Custom button 
is set up to scan the item with the configuration named Q uick C olor 
Scan 4x6" Photo, and then after the scanning is finished, to open 
M icrosoft Paint to display the scanned image. The Format and Page(s) 
setting isto scan asa bitmap for a single page item. 
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Select a software 
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send the scanned 
image to that 
application 



Select format 
and page(s) 
options for the 
button. 



J C«*n | O t»i> | B OG* | BE F> | £ IwnPm |fi Ion | 




□ Cwtvmiwtmmilim J 

d 

Br* j b* I im> | | 




Click this 
. tab to set 
preferences. 



Selectasetting 
for scanning 
the item. 



See "Setting Preferences" on page 27 to set Preferences. 

The options on the Configuration dialog box are: 

Select Destination— the list of applicationsthat can open to display the 
scanned image. Select the application that you want to automatically 
open to display or process the scanned image. 
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Select C configuration— the I ist of the button's scan configurations. T he 
configuration settings include: color, black and white, or grayscale, 
resolution in dots per inch (dpi), page size, brightness, and contrast. To 
see the details about a configuration, click itsicon in the I ist. Click the 
icon again to close the detailed information. 



Clicking an icon expands 
the configuration to show 
its settings 
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Select Format and Page{s)— a set of options for selecting a format for 
the scanned image and whether to scan a single page or multiple pages. 
The formats are bitmap, JPEG, and PaperPort. U se PaperPort for 
scanning any item. Bitmap and J PEG formats are usually for photos or 
artwork. See "About J PEG Compression" on page 26 for more 
information about JPEG. The page icons represent single or multiple 
page scanning. 

Scan single page 



1 1 1 


ED 




i-i 1 














i 




i 





Scan multiple pages 



stack them on the 
PaperPort Desktop 



Properties- displays a dialog box for selecting options about the 
destination application for the scanned image. Each destination 
application has its own properties dialog box. 

Folder Copy— displays a dialog box for selecting the folder to use for 
storing copies of the scanned images. 
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Getting Help 

You can get help with the scanner's features or any of the options on the 
Configuration dialog box using either of the following methods: 

■ When the Configuration dialog box isdisplayed, press theFl key on 
your keyboard 

■ Click the H dp button at the top right corner of the Configuration 
dialog box 

H elp button 




Selecting New Options for the Buttons 

You can select a new destination application, configuration, and image 
format for a scanner button to optimize it for thetypeof scanning you 
want to do. You use the Configuration dialog box to select new options. 

To select new options for a scanner button: 

1. D isplay the Configuration dialog box. 

C I ick the tab of the button whose options you want to change. 

2. Scroll the list of applications in the Select Destination list and click 
the new application you want to use to view and work with the 
scanned image. 



Note: If you select a word processing program such as M icrosoft 
WordPad or M icrosoft Word and a configuration for OCR, the text 
in scanned images is automatically converted to word processing text 
by the optical character recognition (OCR) software that you receive 
with the scanner. The converted text then appears in the selected 
destination application. 
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3. Click a selection in the Select Configuration list to choose a new 
scan configuration for the selected scanner button. 

T he configurations in the list are preset for the application you 
select in the application list. If you select another application, the 
configurations are for that application. 

If you want to select a configuration prior to scanning, click the 
option, Configure before Scan. When you press a scanner button, 
the Visioneer Scan M anager dialog box appears first and you can 
select a configuration before scanning. See "Scanning an Item with 
theTwain Button" on page 31 for details. 

4. Select one of the Format and Page(s) options for the button. 

5. ClickOK. 

Now when you press the scanner button, it scans the image using 
the new configuration settings and displays the scanned image in 
the new destination application. 



Note: The Configuration dialog box is also availablefrom the 
scannericon on theWindowstaskbar. Click theicon to seethe 
scanner buttons panel. Click a button on the panel with the right 
mouse button (don't click with the left mouse button; clicking with 
the left mouse button starts scanning). The Configuration dialog box 
appears. 



Creating New Configurations 

You cannot change settings such as brightness or contrast of the preset 
configurations. To scan with settings other than those offered by the 
preset configurations, you must first create a new configuration and 
then use it to scan. 

To create a new configuration click the New button. You can also click 
Copy to copy a preset configuration, change its settings, and then save it 
under a new configuration name. To see H elp for creating a new 
configuration press the Fl key on your keyboard. 
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Adjusting Scan Settings and Page Settings 

W hen scanning using a configuration that you created yourself, you can 
adjust that configuration's scan settings and page settings. For example, 
if thescanned imageistoo dark, you can adjust the brightness of the 
scan setting. 



Note: You cannot change the scan settingsor page settings for any of 
the predefined scan configurations. You can only adjust settings for 
scan configurations that you create yourself. Seethesection above, 
"Creating New Configurations". 



To adjust the scan settings and page settings: 

1. Display the Configuration dialog box. 

Click the tab of the button whose options you want to change. 

2. In the Select Configuration list, click the configuration that you 
want to adjust. 

For example, the following figure shows a configuration named 
Special Scan for Dark Print (which you would have created earlier). 
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3. Click the Edit button. 

The dialog box appears for adjusting the scanning settings of the 
selected configuration. 




4. Adjust the scan settings that you want. 

Mode— Select Black/White to scan in black and white. For 
example, letters and memos are usually scanned in black and white. 
Select Grayscale to scan items such as documents containing 
drawings or black and white photographs. The scanning produces 
an image in varying shades of gray. Select C olor to scan color 
photographs and other color items. 

Resolution— D rag the slider to the right or left to adjust the dots 
per inch (dpi) of the resolution. The maximum resolution is 1200 
dpi; theminimum is 50 dpi . T he higher the dpi setting, thesharper 
and clearer the scanned image. However, higher dpi settings take 
longer to scan and produce larger files for the scanned images. 

Brightness and Contrast— Drag the sliders to the right or left to 
adjust the brightness and contrast of the scanned image. The 
C ontrast setting does not apply to the Black/W hite mode. 



Configuring the Scanner 
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5. Click the Page Settingstab to adjust thescan page settings. 




Page Size— Choose a page size from the drop-down list. The 
outlines on the picture represent the various page sizes. Clicking 
one of those outlines also selects it as the page size for the scan. If 
you select the Custom option from thedrop-down list, boxes 
appear in place of the picture. Enter the horizontal and vertical page 
dimensions in the boxes. 

AutoCrop— Select this option to let the scanner automatically 
determinethesizeof the item being scanned. For example, if you 
put a photo in the middle of the glass, the scanner will 
automatically determinethesizeof the photo. When AutoCrop is 
selected, the scanner makes two passes— the first pass senses the 
item's size, and the second pass scans the image. This option 
overrides the Page Size menu selection. 

DeScreen— Select this option when scanning a picture from a 
newspaper or magazine article, or other item that contains images 
with patterns or dots. Scans of patterns or dots sometimes have a 
distorted or wavy appearance. The scanner scans the item to 
compensate for the patterns and dots, and produces a clearer image. 
Thescanning may slow down a bit when thisoption is selected. You 
don't need to select thisoption when scanning photographs. The 
D eScreen setting does not apply to the Black/W hite mode. 
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Gamma— Drag the slider to improve how the colors in a scanned 
image look on your monitor. Gamma correction allows you to 
achieve precise color matching. Because the computer cannot 
always transmit the exact color information to the hardware, you 
may have to make some color adj ustments usi ng the G amma 
feature. 

The default Gamma setting works fine in most cases and normally 
does not need to be adjusted. 

6. If a J PEG tab is available, click it to select image compression 
settings. Please see "About J PEG Compression" on page 26 for 
information about thej PEG settings. 
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Enable hardware compression (JPEG) — Click to make thej PEG 
compression options active. 

M inimize I mage Size (M aximum compression)— Select this 
option to produce the smallest filesize for theimage; imagequality 
is lowest. 

Best ImageQuality— Select thisoption to produce the best quality 
image; file size is larger. 

Custom Quality Factor— Set your own choice for file size and 
imagequality. E nter a num ber i n the Q ual ity Factor box or drag the 
slider to set the Q uality Factor. High means higher imagequality 
and larger file size. Low means lower imagequality but smaller file 
size. 
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Restore Defaults— Click to return the slider and Custom Quality 
Factor to their original settings 

7. ClickOK. 

The Configuration dialog box reappears. Make sure the 
configuration you just defined is selected. 

8. Click OK on the Configuration dialog box. 

The new configuration and its adjusted settings now apply to the 
button whose tab is selected at the top of the Configuration dialog 
box. 



Note: If you select theCopy/Print or Fax button, thedialog box for 
editing and adjusting the settings will have a Device tab for selecting 
optionsfor a printer or copier. Seethe H elp for more information. 



About J PEG Compression 

Scanned graphics, photos, and other images can sometimes produce 
large files. TheJ PEG optionsfor scanning reduce the file size by 
compressing the image electronically. But compression also reduces 
image quality. Therefore, compressing an image involves a trade-off 
between imagequality and file size. In many cases, loss of quality due to 
compression is not readily apparent, but the amount of compression 
you select— if any— depends on the quality you want. 

TheJ PEG compression options only apply to: 

■ Destination applications used for graphics, photos, and artwork 
images. Word processing applications, fax applications, and other 
text-based destination applications do not useJPEG compression. 

■ Scan modes for color or grayscale scanning. JPEG compression does 
n ot ap p I y to th e B I ack/ W h i te scan m od e. 



Note: You can add J PEG compression to theexisting preset 
configurations if the destination application isfor graphics, photos, or 
other artwork images. 
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Setting Preferences 

T he preferences apply to each button and to the scanner. 
To set preferences: 

1. 0 n the C onfiguration dialog box, select the tab for a button to set 
its preferences. 

2. Click the Preferences tab on the Configuration dialog box. 

Preferences tab 

T he Preferences dialog box appears. T he dialog box shows which 
button you selected for new preferences. 

T he name of the button to receive new preferences 




If the Button tab on the Preferences dialog box is not selected, click 
it. 

Show All Destinations— Clicking this option automatically selects 
all the destination applications categories. When you click the 
button's tab on the Configuration dialog box, its list of destination 
applications include all of the applications on your computer that 
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fall into these categories. For example, the destination applications 
for the email button are usually email applications. By selecting the 
Show All Destinations option as the preference for the email 
button, all the other types of applications are included in the list of 
email destination applications. 

Select Destinations— Select thisoption to individually choose the 
typesof applicationsto include in the button's list of destination 
applications. Click in the boxes for the types of applicationsto 
include in the button's list. 

Show Scan Progress Window— Select thisoption to seethe 
window that shows a rendition of the image during the scanning. 
See the sample on page 14. 

Click the General tab to set preferences for the scanner. 
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Show Status Window— Select thisoption to seethesmall window 
at the bottom right corner of the screen that shows the status of the 
scanning and other information as shown in thissample: 





I 



Vision eer 0 n eTouch 8800 Scan n er In stauatio n Guide 



Show Scanner Icon in WindowsTaskbar— Select this option to 
seethesmall icon representing the OneTouch scanner in the 
Windowstaskbar 



Scanner Lamp turns off— These options control when thescanner 
lamp powers goes off. 

After idling for xx minutes— Select this option to 
automatically turn off the lamp if thescanner hasn't been used 
for the specified time. This option saves energy and extends the 
lamp's life. Click in the box and enter the number of minutes 
for the lamp to remain idle before turning off. If you scan when 
the lamp is off, it warms up before scanning resumes. 

On System Standby/Shutdown— Select this option to turn off 
the lamp when you turn off your computer, or when the 
computer's energy saver option automatically puts thecomputer 
into standby mode. 

Folder for Temporary Images— Click the Folder button and then 
select a folder for the scanner's temporary images. D uring scanning, 
a temporary file contains scan information about the image. 
Because temporary image files can sometimes be large, select a 
folder that has sufficient disk space available. 

4. ClickOK. 
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Scanning from the PaperPort Software 

I nstead of using a scanner button, you can scan directly from the 
PaperPort software. This is particularly helpful when you're using 
PaperPort to file and save your scanned items. 



Note: You can also scan directly with other software that meets the 
Twain standardsfor scanning, which includes many graphics and 
imaging applications availablefor your computer. Thefollowing steps 
explain how to set up and scan from the PaperPort software but you 
use the same basic processes with other Twain software. 



To scan from PaperPort, you must first do a one-time-only set up of the 
software. 

To set up the PaperPort software with the scanner: 

1. If the PaperPort software isn't currently running, double-click the 
PaperPort icon on the Windows desktop to start it. The PaperPort 
D esktop appears. 

2. From the PaperPort File menu, choose Select Source. The Select 
Source dialog box appears, and shows your VisioneerOneTouch 
scanner (as well as all other Twain devices installed on your 
computer). 




3. Choose the Visioneer OneTouch scanner option, and then click 
Select. 



Note: You don't need to set up the scanner again unless you change 
thesourceto some other Twain device, such asadigital camera. 
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Scanning an Item with the Twain Button 

Thefollowing steps explain how to scan an item using theTwain button 
in thePaperPort software. You can scan many types of items, from small 
business cards to A4-sized pages. 



Note: Your Visioneer OneTouch scanner is initially set to scan from 
the PaperPort software with the setting C olor D ocument— Faster. To 
scan a black-and-white image, select one of the other settings. To scan 
at a higher resolution for a color image, select Color Document- 
Better Q uality. H owever, scanning at a higher resolution creates a 
larger file size and takes longer to scan. To minimize the filesize and 
the time required to get a better quality scan, select just the area of the 
item that you want to scan. 

To scan an item: 

1. 0 pen the scanner cover, place the item facedown onto the lower 
left edge of the scanner glass, and close the cover. 

2. If PaperPort isn't running, double-click the PaperPort icon on the 
W indows D esktop to start it. T he PaperPort D esktop appears. 




3. Click theTwain icon on the Command Bar, or choose Acquire 
from the File menu. 



Note: You can also scan from other applications that have theTwain 
capability. See the user's guides that you received with those 
applications for their specific steps to scan. 



TheVisioneer Scan M anager Pro appears. 
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Click an icon to select a 
configuration— Color, Grey 
Scale, or Black& White. This - 
example shows the Color/ 
Custom configuration is 
selected. Clickingthe"+" sign in 
front of Custom shows 
Custom's scan settings as a list. 

Click a setting in the list if you 
want to change it. T he setti ng's 
options appear on the right side 
of the Scan M anager where you 
can select new options if 
necessary. 



Check the Scan Info to 
make sure your computer 
has sufficient space for the 
image. 

Click Preview to seewhat 
the image will look like. 
ThePreview image appears in 
the window. 
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If the image is what you want, click Scan. 
If not, adjust the settings or select a new 
configuration and click Preview again. 



Click AutoScan to scan with 
your preset scan choices. 



Note: If you have the optional Transparency Adapter for your 
VisioneerOneTouch 8800 scanner, select its option from the drop- 
down menu at the top of the Scan Manager. The setting in the 
example above— Scan Reflective Using— is for scanning paper items. 



You can now scan manually by previewing the image and adjusting the 
scan settings to your liking, or you can click AutoScan. 

TheAutoScan feature uses your preset scan settings and thescanner's 
automatic image analysis capabilities to find theoptimum combination 
of settings for the item you're scanning. 
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To scan manually: 

1. On the Scan M anager, select a configuration for the scan. 

For example, select Color/Custom to scan a color item with the 
preset Custom scan settings. 

That configuration's settings appear as a list. Click the "+" sign to 
see the full list of scan settings. Click the"-" (minus) sign to 
collapse the list. 

To see the settings for another configuration, click its configuration 
icon. For example, to see the grey scale settings, click the icon next 
to the Grey Scale configuration. 

2. Click the Preview button to preview the scanned image before 
scanning it. 

The scanner scans the item and displays a preview usingtheoptions 
you selected. 

3. Review the image to make sure it's what you want. 

4. To adjust one of the settings for the scan, click it in the list of 
settings. 

A panel appears on the right side of the Scan M anager for that 
setting. Select new options for the setting on that panel. See 
"Adjusting the Settings on the Scan M anager" on page 36 for more 
about changing the scan settings. 

5. (optional) To preview the image again, click the Preview button. 

6. Readjust the settings if necessary. 

7. When you're satisfied with the image settings, click the Scan 
button. 

When thescan iscomplete, the scanner displays thefinal image asa 
thumbnail on thePaperPort Desktop. If the item is scanned asa 
bitmap image, a small bitmap icon appears in the lower left corner 
of thethumbnail. 
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Thumbnail 
image 



Bitmap icon 




To scan automatically: 
1. Click AutoScan. 

The scanner uses your preselected resolution setting for the 
configuration you selected. See "Setting Preferences" on page 49 to 
set the AutoScan settings. 

In addition, your OneTouch 8800 scanner has built-in image 
analysis capabilities that find the optimum combination of settings 
for the item you're scanning. When you click AutoScan, thescanner 
analyzes the image and adjusts the settings to produce the optimal 
scanned image. 

The following dialog box appears whilethescan is in progress. 
Checkmarks indicate that phase of the process is finished. 
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Theautoscanned image appears as a thumbnail on thePaperPort 
D esktop. 

2. Use the PaperPort software to work with the image. 

Please see the PaperPort Getting Started Guide and PaperPort U ser's 
Guide on theCD for more information about using the PaperPort 
software. 

Getting Help with the PaperPort Software 

The PaperPort software includes a complete set of help topics that 
answer questions about each feature of the software. 

■ To see help information, press theFl key, or from theHelp menu, 
choose PaperPort H elp Topics to display the H elp Topics window. 



Tip: Also see the technical support card included with your scanner. 
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Adjusting the Settings on the Scan Manager 



You can adjust the scan settings on the Scan M anagerto produce the 
best possible image. 

To adjust a setting: 

1. Click a setting in the list of settings, or click its corresponding 
button on the right side of the Scan M anager. 
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Resolution and Sharpen 

■ Brightness and Contrast 

. Color (Gamma, Saturation, 
and H ue) 

■ Scan Size 



Note: The list of scan settings for a configuration only apply to that 
type of configuration. For example, the Black& W hite configuration 
does not have a setting for adjusting the Color Hue. 



The following figure shows an example of the Scan Manager if you 
click the Resolution setting in the list, or click the Resolution and 
Sharpen button. 
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Click to close the settings panel 



Note: The information in the scan settings list and the options that 
you select on the various settings panels are interactive. That is, as you 
change the settings on the panel, the numbers in the list on the left 
also change. 

Saving a New Profile 

If you adjust the scan settings you can save them asaprofilefor later use. 
To save a new profile: 

1. Select a configuration on the Scan Manager, such as Color/Custom. 

2. Adjust the settings that you want for later use. 
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3. Click Save As. 



The Save Profile dialog box appears. 




4. Type a name for the new profile. 

5. Select the options you want: 

■ Store the custom output image size in this Profile— you can 

create a custom image size as part of the settings; if you adjusted 
the output image size for the selected configuration, that output 
image size is saved with this profile. See "Saving a Custom Size" 
on page 48 for more about a custom image size. 

■ Save the custom Response Curve and store it in this profile— 

you can also create custom settings for the colors of a scanned 
image. T hose color settings are cal led the Response C urve. Select 
thisoption to save the response curve settings with this profile. 
See "Adjusting Gamma, Saturation, and Color Hue" on page42 
for more about the response curve settings. 

6. Click OK. 

Your new profile is now listed as one of the configurations. Select it 
when you want to reuse its settings. 
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Adjusting the Resolution and Sharpness 

Resolution determines the amount of detail you can seein the scanned 
image. The resolution setting for the scan is in dots-per-inch (dpi). The 
higher the resolution, the finer the details, however, higherdpi settings 
also produce larger files sizes. Usually the higher resolution settings are 
used for precision work, such as photographs or fine artwork. 

Sharpness determines the amount of blur in an image. Your scanner can 
sharpen an original blurred image by adjusting the blurry edges in 
sections of the image. 

The following figure shows the resolution and sharpen options: 
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To adjust the resolution and sharpness: 

1. To use one of the preset resolutions for typical scanned items, click 
one of the options in the list. 

For example, to set the resolution for scanning a business card, 
select Business Card (OCR). That setting is sufficient for your 
optical character recognition (OCR) application to read the small 
print on a business card. 

2. To set the resolution manually, drag the Resolution slider to the left 
to decrease the resolution or to the right to increase it. 

3. To adjust the sharpness, drag the Fidelity slider to the left to 
decrease the sharpness or to the right to increase the sharpness. 

You can also type a number directly into the sharpness setting box, 
or click the up and down arrows next to the box to increase or 
decrease the setting. 

To return the settings to their original amounts, click Reset. 

The resolution and sharpen panel also includes two advanced settings 
for M oire patterns and Fast Scan (J ET ). M oire patterns are wavy, 
rippled lines that sometimes appear on the scanned images of 
photographs or illustrations, particularly newspaper and magazine 
illustrations. The Fast Scan (JET) option is for compressing J PEG files. 
See "About J PEG Compression" on page 26 for more information about 
theJPEG compression. 

To use the advanced options: 

1. Click Reduce Moire to scan theimageand limit or eliminate the 
amount of moire patterns. 

2. Click Fast Scan (JET) to scan the image with a quality setting for 
JPEG compression. 

Type a number into the quality setting box, or click the up and 
down arrows next to the box to increase or decrease the setting. 
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Adjusting the Brightness and Contrast 

Sometimes an item isscanned with the brightness and contrast set to be 
too light or too dark. For example, a note written with a light pencil 
may need to be scanned darker to improve legibility. 

The following figure shows the brightness and contrast options: 




To adjust the brightness and contrast: 

1. Drag the Brightness slider to the left to make the item darker or to 
the right to make the item lighter. 

You can also type a number directly into the sharpness setting box, 
or click the up and down arrows next to the box to increase or 
decrease the setting. 
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2. D rag the C ontrast si ider to the left to decrease the contrast or to 
the right to increase the contrast. 

TheH istogram represents the settings as you drag the sliders. 

For color scan configurations you can adjust the brightness and 
contrast of each color individually or all together, by choosing from 
the drop-down menu at the top of the H istogram. 

3. C lick the Auto button to have the scanner analyze the image and 
set the appropriate brightness and contrast. 

You can also adjust the brightness and contrast by sampling portions of 
theimagein the preview window. The three Sampler buttons 
correspond to the Black, M id tones, and White portions of an image. 

To use the Sampler buttons: 

1. Click one of the buttons. 

T he pointer automatical ly moves onto the i mage and becomes a 
sampler pointer. 

2. Placethe pointer on the portion of the imagefor that sampleand 
click. 

For example, if you selected the Black sampler button, placethe 
pointer on the blackest part of the image. 

3. Repeat with each of the other Sampler buttons. 

4. Click Adjust. 

The image changes to show your new settings. 

If the image is not what you want, click Reset to return the image 
to its original brightness and contrast. 

Adjusting Gamma, Saturation, and Color Hue 

If you're using the Color Configuration to scan, you can adjust a group 
of color settings. G amma controls the brightness of the midtones of the 
color, saturation is the strength or purity of a color, and hue is the color 
your eyes see as reflected from the image. These color settings are 
represented by a response curve. 
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To adjust the color settings: 

1. From theChannel drop-down menu, choose the individual color 
(Red, Green, or Blue) that you want to adjust, or choose All to 
adjust them together. 

2. From the Edit Style drop-down menu, choose the type of color 
editing that you want to use: 

■ G amma— the response curve changes as you change the gamma 
setting; you can also change the saturation and hue settings. 

■ Freestyle- you can drag sections of the response curve to create 
interesting and unusual color effects. Put the pointer on the 
curve and drag left, right, up or down. The image changes its 
colors in responsetothenew curve. The x and y numbers at the 
bottom of the response curve i ndicate the exact position of the 
pointer on the curve. 
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3. Drag the Gam ma, Saturation, and Color Hue sliders to the left to 
decrease the settings or to the right to i ncrease the setti ngs. 

You can also typea number directly into the setti ng boxes, or click 
the up and down arrows next to the boxes. 

4. Click Reset to return the settings to their original numbers. 

The upper Reset button is for the gamma setting, the lower one is 
for saturation and hue. 

5. To save the setti ngs of a response curve, cl ick Save. 

Saving is available for settings created with theCurveor Freestyle 
editing option so you can load and reuse the exact setti ngs on other 
images. This is especially helpful for complex Freestyle response 
curves. 

A dialog box appears that lists the names of previously saved 
settings. Typea name for your new settings and click OK. 

6. To reuse a saved response curve setting click Load. 

A dialog box lists the names of your previously saved settings. Select 
the one you want and click OK. 

Adjusting Output Size 

The item you're scanning may not fill the scanner glass. In that case you 
can preview the item and use the Auto Trim option to automatically 
el i m i nate the unwanted sections of the i mage. 

You can also adjust the output size to scan only specific sections of an 
image. For example, if you're scanning a photograph and want to focus 
on one section, adjusting the output size removes the rest of the 
photograph from the final scanned image. 
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T he following figure shows the output size options: 




To Auto Trim an item: 

1. Click Auto Trim. 

2. C lick Trim. 

T he scanner senses the edges of the item on the glass and draws a 
dotted line around the image in the window. 

Check to make sure the dotted line encloses the image that you 
want. 

A new Scan I nfo box on the lower left portion of the Scan M anager 
shows the information fortheautotrimmed area. 

3. If the dotted line is not exactly where you want it, put the pointer 
on the line and drag the mouse. 

For example, if you want the scan to include a border around the 
image, you can drag the dotted lineto be slightly larger than the 
autotrimmed area. 
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To use the pointer to drag the line, make sure the pointer button is 
selected at the top of the window. 

4. When thetrimmed area is what you want, click Scan. 

To manually set the output size for an item: 

1. To scan the entire item on the glass, click Same as Original. No 

sections are trimmed. 

2. To set the output size yourself, click Same as Original to remove 
the checkmark. 

T he settings for the output size become active. 

3. Put the pointer on the image and drag the mouse to enclose the 
section you want in the scanned image. 

As you drag the mouse, a dotted box appears on the image and the 
size settings change to reflect the new output size area. You can also 
type in the size settings boxes. 

■ Width and Height— the measurements of the final imageafter 
it's scanned; for example, if you plan to print the image on a 
typical piece of paper, the width and height are 8.5 and 11.0 
inches 

■ Units— units of measurement for the new area; click the drop- 
down arrow and choose new units if you want 

■ Resolution— the dots-per-inch (dpi) setting for the new area 

■ Scale— the amount of enlargement or reduction of the image to 
fill the width and height measurements; for example, if you select 
a small area and have set the width and height to a paper size, the 
scale automatically increases to enlarge thesmall image so it's the 
same size as the paper 

A new Scan I nfo box on the lower left portion of the Scan M anager 
shows the information for the new area. 

The following figure shows an exampleof a manually selected area. 
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Scan Info for the area 
selected on the image. 



The area you selected to scan. 



4. If the dotted line is not exactly where you want it, put the pointer 
on the line and drag the mouse. 




To use the pointer to drag the line, make sure the pointer button is 
selected at the top of the window. 



5. To rotate the selected area 90 degrees, click Rotate 90 Degrees. 

6. To maintain theselected area's length-to-width relationship (known 
as the aspect ratio), click Maintain Aspect. 

N ote that as you rotate the area or maintain its aspect ratio, the 
width and height measurements change to reflect the new 
orientation of the image. 

7. When the settings are what you want, click Scan. 

8. If you want to remove the selected area and start over, click Remove 
on the Scan Info box. 
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Saving a Custom Size 

If you have several items of the same size, such as a group of small 
photographs, you can create a custom size and reuse it whenever 
scanning those items. 

To save a custom size setting: 

1. Click Add under the list of sizes. 

The Add Size dialog box appears. 




2. Type a name and dimensions for the size. 

3. ClickOK. 

Thenew custom sizeisnow listed in the box at the top of thepanel. 
Select it in the list to automatically reuse the custom size. 
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The Scan Info Box 



The following figure shows the information on the Scan Info box: 



Location of thetop 
left corner of the 
image in the 
Preview window. 



Current location of 
the pointer as you 
drag it on the 
Preview window. 



Physical size of the 
image to scan. 




Amount of space 
on your computer's 
hard drive. 



Size of the file of 
the scanned image 



Zooming In and Out 

You enlarge or reduce the preview image by zooming in or out. 

To enlarge and reduce the preview image: 

1. Click the Zoom button. 

2. Put the pointer on the image. 

3. Click the left mouse button to zoom in (enlarge). 

4. Click the right mouse button to zoom out (reduce). 

5. To return the image to its full size, click the Pointer button directly 
above the Zoom button, put the pointer on the image and click the 
right mouse button. Select Show Full I mage from the pop-up 
menu that appears. 



Setting Preferences 



You can set preferences for the Scan M anager and scanner that are 
independent of the preferences for the PaperPort software. 
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To set the Scan M anager preferences: 
1. Click the Preferences button. 

T he U ser Preferences dialog box appears. 




2. Select the preferences you want: 

■ Enable selection of color bitdepths...— your 0 neTouch 8800 
scanner supports a tremendous range of colors (defined as 48-bit 
depth), but other devices (called theTWAIN clients), such as 
older cameras that you can use with the Scan Manager support 
only a 24-bit depth range of colors. Select this option to 
automatically allow the Scan M anager's color settings to support 
more than a 24-bit bit depth if the other devices also support the 
greater range of colors. 

■ Do not wait for the Lamp.. .— when you first start scanning, the 
lamp in the scanner warms up slowly. This helps extend the life 
of the lamp. H owever, if you want the lamp to come on 
immediately without warming up. select this option. 

■ Show standard metric paper sizes— select thisoption if you use 
metric paper to print images. When you select the scan size 
output options, the width and height dimensions are then for 
metric paper sizes. 
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■ Show standard US paper sizes— select this option to set the 
paper sizes for standard U S paper. 

■ Units— select the measurement units for the ruler around the 
preview window. T hex and y coordinates of the pointer position 
are relative to the units. 

■ AutoScan Resolution— you can scan an item by clicking the 
AutoScan button on the Scan M anager. T he scanner uses these 
resolution settings for the respective configurations: Color, Grey 
Scale and Black and White. 

■ Folder for Temporary I mages— when you scan an item, its 
scanned image is initially stored in a folder before being sent to 
thePaperPort Desktop or some other application. Instead of 
using the default folder specified by the Scan M anager, you can 
select another folder on your computer. U sually the only reason 
to select this option is if the default folder is on a hard disk with 
limited storage space. Click the folder icon and the Browse for 
Folder dialog box appears. Select the folder you want to use and 
click OK. That folder name is then listed on the Preferences 
dialog box. 

3 . C I i ck 0 K to save you r pref eren ces. 

Getting Help with the Scan Manager 

T he Scan M anager has its own help system, separate from the PaperPort 
software help system. 
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To see the Scan Manager help information: 
1. Click the Help button. 

T he H el p dialog box appears. 




2. Scroll to seethe help information. 

3. Click Exit on the window to exit the help system. 

Cleaning the Scanner Glass 

Scanning itemsthat have excessive amounts of dirt or dust may dirty the 
scanner's glass. To ensure the best quality scanned item, wipe the 
scanner glass with a soft clean cloth to rid the glass of dust or other 
debris. 
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Visioneer OneTouch 8800 Scanner Specifications 



Bit Depth 

Scanning resolution 
Maximum Item sizes 
Scanner dimensions 

H eight 
Width 
Length 
Weight 

0 perating temperature 
Relative humidity 

Power supply 

Input voltage/frequency 

0 utput voltage/watt 
Safety and agency certifications 

H ardware warranty 



42-Bit color (internal), 14-Bit gray 
(internal), 1-Bit lineart/text 
0 ptical resolution: 1200 x 2400 dpi 
8.5x11.69 inches (21.6x29.7 cm) 

4.0 inches (10.2 cm) 

11.7 inches (29.7 cm) 

16.7 inches (42.4 cm) 

6.2 pounds (2.7 kg) 

50°- 104° F (5°-35°C without 

condensation) 

20%- 80% (@35°C without 
condensation) 

100 Vac, 50/60 Hz (Japan) 
120 Vac, 60 H z (N orth America) 
230 Vac, 50 Hz (Europe) 
12 V DC, 15 watt maximum 
UL,ULc,GS,FCC ClassB, 
VCCI Class2,CE 
O ne-year limited warranty 



firasrasH is* - y sr. 



Vision eer 0 n eTouch 8800 Scanner Spec ificatio n s 



